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PRACT I CE PRACT I CE
CODE|STD :SPC’s DETAIL DESCRIPTION CODE|STD :SPC’s DETATL DESCR/PT ION
:SECTON :SECT I ON
PERMANENT A CONCRETE FLUME TYPE "A" S USED TG DIRECT SURFACE TEMPORARY THE SOWI/NG OF A QUICK GROW/ING SPECIES OF GRASS SU/TABLE TO
DOWN DRAIN RUNOFF DOWN A ROADWAY SLOPE INTO ANOTHER FORM OF GRASS /NG v Y Y v v THE AREA AND SEASON IS TO BE USED ON ALL PROJECTS.
STRUCTURE CONTROL. IT IS USED IN ALL DEPRESSED AREAS WHERE GG UAF N
CONCRETE WATER WILL FLOW DOWN THE SLOPE. IT IS DESIGNED FOR A 25 GYEFE LY
CONSTRUCT | ON YEAR STORM AND MUST HAVE SOME FORM OF OUTLET PROTECT/ION. @ﬁﬁvxggx##;vtﬂ@
DETAIL \ ADDITIONAL LABELING IS NOT REQUIRED IF SHOWN AS A M
SECTION 441 oy PERMANENT DRAINAGE STRUCTURE ON THE CONSTRUCT/ON PLANS. Ne2 SECT/ON 163 YT Y
' INLETS SHALL BE SPACED ACCORDING TO GDOT GUIDELINES S
L INE CODE (REGARDING GUTTER SPREAD AND OR OTHER CRITERIA). LINE CODE
Y oYy, Y VN N ¥y ¥ ¥ Ney
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PERMANENT
DOWN DRAIN
STRUCTURE
CONCRETE
CONSTRUCT 1 ON
DETAIL
SECTION 44]

A CONCRETE FLUME TYPE "B" 1S USED TO DIRECT SURFACE DJ/TCH
RUNOFF DOWN A BACK SLOPE INTO ANOTHER FORM QOF CONTROL.

IT 1S USED IN DEPRESSED AREAS WHERE CONCENTRATED

OFFSITE WATER REACHES THE CUT SLOPE. IT IS DESIGNED TO
SAFETLY CONVEY WATER DOWN THE CUT SLOPE. /T IS DESIGNED
FOR A 25 YEAR STORM AND MUST HAVE SOME FORM OF OUTLET
PROTECTION. ADDITIONAL LABELING IS NOT REQUIRED [F SHOWN

- AS A PERMANENT DRAINAGE STRUCTURE ON THE CONSTRUCTION PLANS.
LINE CODE INLETS SHALL BE SPACED ACCORDING TO GDOT GUIDELINES
(REGARDING GUTTER SPREAD AND OR OTHER CRITERIA).
(Dn2-B)
PERMANENT CONCRETE DRAIN INLET WITH METAL PIPE 1S USED TO DRAIN CURBS,
DOWNDRAITN ON A GRADE, DOWN TO A LOWER ELEVAT/ON, THIS 1S A PERMANENT

STRUCTURE
GA. STD. 90/7d
TPI,D-26 TP/
SECTION 576,

STRUCTURE, REQUIRING OUTLET PROTECTION, TEMPORARY AND
PERMANENT., INLETS SHALL BE SPACED ACCORDING TO GDOT
GUIDELINES (REGARDING GUTTER SPREAD AND OR OTHER CRITERIA).

1"!"’ 577.
[ INE CODE
PERMANENT CONCRETE DRAIN INLET AND METAL PI/PE /S USED TO DRAIN CURB.
DOWN DRAIN IN A SAG, DOWN TO A LOWER ELEVATION. THIS IS A PERMANENT
STRUCTURE STRUCTURE. REQUIRING OUTLET PROTECTION. TEMPORARY AND

GA. STD. 90/17J
TPz, D-26 TPZ
SECT/ON 576,

PERMANENT. INLETS SHALL BE SPACED ACCORDING TO
GDOT GUIDELINES (REGARDING GUTTER SPREAD AND OR OTHER
CRITERIA).

GIEIB' 577.
L INE CODE
THIS IS AN APPLICATION OF STRAW MULCH USED TO REDUCE SOIL
MULCH EROSION AND STABILIZE THE SO/L. [T IS USED TO CONTROL
EROSION IN AREAS WHERE PERMANENT VEGETATION IS OUT OF
SEASON OR TO TEMPORARILY STABILIZE AREAS PRIOR TO FINAL
++Ha+kﬁ++;%rH”%+ GRADING.
SECTION 163 ;g%§§§§§§§§;;§§£§
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FILTER RING

CONSTRUCT | ON
DETAIL

LINE CODE

A TEMPORARY STONE BARRIER CONSTRUCTED AT DRAINAGE STRUCTURE
INLETS. THIS REDUCES THE VELOCITY OF THE RUNOFF AND FILTERS
SEDIMENT FROM THE RUNOFF. SEE CHAPTER 6 OF THE MANUAL FOR
EROSION AND SEDIMENT CONTROL IN GEORGIA FOR DES/GN CRITERIA
AND DETAILS.

LINE CODE
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EROS/ON ALL CUT OR FILL SLOPES OF Z2.5:1 OR STEEPER AND WITHIN
CONTROL 507 OF ALL CROSS DRAINS AND CULVERTS.
MATS
CONSTRUCT I ON
DETAIL
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PERMANENT THIS THREE DIMENS/IONAL EROSTON CONTROL MAT 1S USED IN
SO/L DITCHES TO STABILIZE THE SO/L BY REINFORCING THE GRASS
REINFORCING ROOTS TO PROVIDE LONG TERM PROTECT/ON.
MAT (THIS 1S CALLED "Wit”" IN MANUAL FOR EROS/ON & SED/MENT
CONSTRUCT ION CONTROL IN GEORGIA. )
DETAIL
SECT/ION 710

NOTE :
DO NOT USE EROSION CONTROL ITEMS IN A FLOWING

/.
2.

STREAM OR IN A TIDAL AREA BELOW HIGH T1DE.
FOR ADDIT/IONAL INFORMATION ON THE DESIGN
AND APPLICATION OF EROSION CONTROL MEASURES
SEE THE GEORGIA SOIL AND WATER CONSERVAT/ON

COMMISSION, "MANUAL FOR EROSION AND SEDIMENT

CONTROL IN GEORGIA".
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